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HYDRAULIC 2 POST LIFT 3.5T  
GM235SBA 
 
Characteristics: 
                 Equipped with antiburst valve for safely lower-down when hose break out 
                 Electromechanical top limit switch 
                 Electromagnetic unlock 

 
Technical specifications: 

Capacity 3.5 t 
Lifting time 50/40 sec  
Height 2860 mm 
Lifting height 1850 mm 
Min. lifting height 110 mm 
Drive-through width 2486 mm 
Width 3370 mm 
Motor power 2.2 kW 
Voltage 380 V / 50 Hz / 16 A 
Amount of oil 10 l 
Weight 620 kg 
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HYDRAULIC 2 POST LIFT 3.5T 220V 
GM235SBA220V 
 
Characteristics: 
                 Equipped with antiburst valve for safely lower-down when hose break out 
                 Electromechanical top limit switch 
                 Electromagnetic unlock 
 
Technical specifications: 

Capacity 3.5 t 
Lifting time 50/40 sec  
Height 2860 mm 
Lifting height 1850 mm 
Min. lifting height 110 mm 
Drive-through width 2486 mm 
Width 3370 mm 
Motor power 2.2 kW 
Voltage 220 V / 50 Hz / 16 A 
Amount of oil 10 l 
Weight 620 kg 
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HYDRAULIC 2 POST LIFT 3.5T WITH MANUAL UNLOCK 
GM235SBS 
 
Characteristics: 
                 Equipped with antiburst valve for safely lower-down when hose break out 
                 Electromechanical top limit switch 
                 Manual unlock 
 
Technical specifications: 

Capacity 3.5 t 
Lifting time 55/40 sec  
Height 2860 mm 
Lifting height 1920 mm 
Min. lifting height 110 mm 
Drive-through width 2486 mm 
Width 3370 mm 
Motor power 2.2 kW 
Voltage 380 V / 50 Hz / 16 A 
Amount of oil 10 l 
Weight 610 kg 
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HYDRAULIC 2 POST LIFT 4T  
GM40SBA 
 
Characteristics: 
                 Equipped with antiburst valve for safely lower-down when hose break out 
                 Electromechanical top limit switch 
                 Electromagnetic unlock 
Technical specifications: 

Capacity 4 t 
Lifting time 50/40 sec  
Height 2860 mm 
Lifting height 1850 mm 
Min. lifting height 110 mm 
Drive-through width 2486 mm 
Width 3370 mm 
Lenght of the arms 800-1200 mm 
Motor power 2.2 kW 
Voltage 380 V / 50 Hz / 16 A 
Amount of oil 10 l 
Weight 655 kg 
 

Optional accessories: 
 SP201020749 Extensions 140 mm x 4 pc. 
 LA201021709 Long back arms 2 segment, 980-1570 mm, necessary 2 pc. 
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HYDRAULIC 2 POST LIFT 4T  
GM240SCA 
 
Characteristics: 
                 Equipped with antiburst valve for safely lower-down when hose break out 
                 Electromechanical top limit switch 
                 Electromagnetic unlock 
Technical specifications: 

Capacity 4 t 
Lifting time 50/40 sec  
Height 3840 mm 
Lifting height 1850 mm 
Min. lifting height 110 mm 
Drive-through width 2486 mm 
Width 3420 mm 
Lenght of the arms 800-1200 mm 
Motor power 2.2 kW 
Voltage 380 V / 50 Hz / 16 A 
Amount of oil 10 l 
Weight 700 kg 
 

Optional accessories: 
 SP201020749 Extensions 140 mm x 4 pc. 
 LA201021709 Long back arms 2 segment, 980-1570 mm, necessary 2 pc. 
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HYDRAULIC 2 POST LIFT 5T  
GM250AT 
 
Characteristics: 
                 Equipped with antiburst valve for safely lower-down when hose break out 
                 Electromechanical top limit switch 
                 Manual unlock 

 
Technical specifications: 

Capacity 5 t 
Lifting time 50 sec  
Height 4810 mm 
Lifting height 1920 mm 
Min. lifting height 110 mm 
Drive-through width 3050 mm 
Width 4110 mm 
Lenght of the arms 950-1800  3 stage arms 
Motor power 3 kW 
Voltage 380 V / 50 Hz / 16 A 
Amount of oil 12 l 
Weight 960 kg 
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HYDRAULIC FOUR POST LIFT 5.5T FOR WHEEL ALIGNMENT 
GM455W 
 
Characteristics: 

Scissor lifting jack of 2700 kg included 
Turntables included 
Slideslip plates included  
Overloading protection, overvoltage protection and protection against cable breakage 
Safety lock in full traveling span and pipe burst protection 
Electromechanical top limit switch 
 

Technical specifications: 
 
Capacity 5.5 t 
Lifting time 70/45 sec  
Height 2172 mm 
Lifting height 1900 mm 
Ramps height 250 mm 
Runways lenght 5600 mm 
Runways width 550 mm 
Total lenght without ramps 5925 mm 
Drive-through width 3045 mm 
Width 3445 mm 
Motor power 2.2 kW 
Voltage 380 V / 50 Hz / 16 A 
Amount of oil 12 l 
Weight 1550 kg 
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HYDRAULIC FOUR POST LIFT 4T FOR WHEEL ALIGNMENT 
GM440W 
Characteristics: 

Scissor lifting jack of 2000 kg included 
Turntables included 
Slideslip plates included  
Overloading protection, overvoltage protection and protection against cable breakage 
Safety lock in full traveling span and pipe burst protection 
Electromechanical top limit switch 
 

Technical specifications: 
 
Capacity 4 t 
Lifting time 60/45 sec  
Height 2172 mm 
Lifting height 1550 mm 
Ramps height 220 mm 
Runways lenght 4240 mm 
Runways width 500 mm 
Total lenght without ramps 4555 mm 
Drive-through width 3045 mm 
Width 3420 mm 
Motor power 2.2 kW 
Voltage 380 V / 50 Hz / 16 A 
Amount of oil 12 l 
Weight 1230 kg 
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HYDRAULIC MOBILE SCISSOR LIFT 3T 
GM330M 

 
Characteristics : 

 

Small and portable lift. Small wheels, ideal for small workshops, like:  paint services or tire shops. Can be used for sport cars . The control 
unit with wheels must connected to 380V. 
 Platform synchronisation 
 Maintenance-free bearings with automatic lubrication ensure a long service life. 

Solenoid valve: protection against pressure drop in case of hose breakage 
 

Technical specifications : 
 

Capacity 3t 

 Lifting height 960 mm 

 Minimum height 100 mm 

 Platform lenght 1450 /2030 x 530 mm 

 Lifting time <50 /<60 sec 

 Motor power 2.2 Kw 

 Voltage 380 V / 3Ph.  

 Amount of oil 6 L. 

 Weight 500 Kg. 
 Mobility kit  
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HIDRAULIC DOUBLE SCISSOR LIFT 4T 

GM640A 
 
 

                  With a max. lifting capacity of 4 t, can lift almost any car or van. Thanks to its compact design and low drive-over height, the GM640 A lift 
is also ideal for sports cars and lowered vehicles. 
 

Characteristics: 

                  Hydraulic safety locking system according to European standard 

                  Anti-knock and safety valve to ensure safety 

                  Hydraulic-volumetric synchronisation of tracks without torsion bar 

                  Low-profile design for floor installation 

                  24 V low voltage control 

 

Technical data: 

                  Lifting capacity: 4.000 kg 

                  Lifting height: 1900 mm  

                  Min. lifting height: 115 mm  

                  Lifting/ lowering time: 50 s / 60 s  

                  Motor power: 2.2 KW  

                  Voltage:   380 V  

                  Oil quantity:  18 l 

                  Weight:  890 Kg. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 

mailto:echipamente.service@autonet.ro


AUTONET IMPORT SRL  
str. Aurel Vlaicu nr.78 440122  

Satu Mare, Romania 
Mail: echipamente.service@autonet.ro 

 

 
 
PIT JACK 12T 
GM200/12L pneumohydraulic 
GM200/12E electrohydraulic 
 
Technical specifications: 

 
Capacity 12 t 
Lifting stroke 700 mm  

                  Piston diameter 75mm 
 Gauge 700 – 1200 mm 
 Weight 190 kg 
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JACKING BEAM 2T  
GMRJ2P 
 
Technical specification 
 
Capacity 2t 
Pneumohydraulical drive 
Lowering control system 
Safety overload valve 
Safety lock automatic/manual 
Air pressure required 6-8 bar 
Necessary air flow 250 l/min 
Minimum height 185 mm 
Lifting height 275 mm 
Pit width 780-1.100 mm 
Platform lenght 860-1.400 mm 
Weight 150 kg 
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JACKING BEAM 3T  
GMRJ3P 
 
Technical specification 
 
Capacity 3t 
Pneumohydraulical drive 
Lowering control system 
Safety overload valve 
Safety lock automatic/manual 
Air pressure required 6-8 bar 
Necessary air flow 250 l/min 
Minimum height 185 mm 
Lifting height 275 mm 
Pit width 780-1.100 mm 
Platform lenght 860-1.400 mm 
Weight 150 kg 
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HYDRAULIC JACK 500 KG  
GM53161 
 
Technical specifications: 
 
Capacity 500kg 
Hydraulic operation with pedal 
Min. height 1.100 mm 
Max. height 1.900 mm 
Weight 24 kg 
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TROLLEY JACK 3.5T 
GM50818  
 
Technical specifications: 

 
Capacity 3.5t 
Max. height 500 mm 
Min. height 145 mm 
Weight 36 kg 
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PNEUMATIC BALLOON JACK 3,5T  
GMAJ3.5T 
 
Technical specifications: 
 

Capacity 3,5t 
Pneumatical drive 
Air pressure required 8-10 bar 
Minimum height 150 mm 
Maximum height 400 mm 
Balloon diameter 255 mm 
Balloon thickness 7 mm 
Weight 16 kg 
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PNEUMATIC BALLOON JACK 5T  
GMAJ5T 
 
Technical specifications: 
 

Capacity 5t 
Pneumatical drive 
Air pressure required 8-10 bar 
Minimum height 150 mm 
Maximum height 400 mm 
Balloon diameter 305 mm 
Balloon thickness 7 mm 
Weight 16 kg 
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FLOOR CRANE 2T  
GM50831 
 
Technical specifications: 
 
Capacity 2t 
Maximum height 2.150 mm 
Weight 75 kg 
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ENGINE GEARBOX SUPPORT 500 KG  
GM50840 
 
Technical specifications: 
 
Capacity 500 kg 
Lenght 1480 mm 

 

 
 

AXLE STAND SETS 6T, 2 PC.  
GM50833 
 
Technical specifications: 
 
Capacity 6t 
Adjustable height 400-610 mm 
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HYDRAULIC BOTTLE JACK 3T  
GM160.0351 
 
Technical specifications: 
 
Capacity 3t 
Height 194/372 mm 
 

 
 

HYDRAULIC BOTTLE JACK 15T  
GM160.0356 
 
Technical specifications: 
 
Capacitaty 15t 
Height 230/460 mm 
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HYDRAULIC BOTTLE JACK 20T  
GM160.0358 
 
Technical specifications: 
 
Capacity 20t 
Height 242/452 mm 
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TYRE CHANGER WITH HELPING ARM 
GMTWC521. 

 
Technical specifications: 
 

Operating pressure 8-10 bar  
Self-centering lock external 10 - 22” 
Self-centering lock internal 12 - 24” 
Chuck rotation speed 6/13 rpm  
Maximum tyre diameter 1050 mm  
Tyre width 4-13” 
Bead breaker pressure 2500 kg 
380 V/50 Hz 
Includes helper with rotating arm GMTWC307140002 
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WHEEL BALANCER 
GMKWB521 

 
Technical specifications: 

 
LCD display 
Max. wheel diameter 800 mm  
Max. wheel weight 65 kg 
Rim diameter 12”-26” 
Rim width1,5”-20” 
Rotation speed 180 rpm 
Cycle time 7 sec 
Motor 0,75 KW 230V 50Hz 
Accessories 
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IMPACT WRENCH 1/2” – 1650 Nm 
GM53726  

 
Technical specifications: 

 
Drive 1/2" 
Max. loosening torque 1.650 Nm 

                  Working pressure 6,3 bar 
Air consumption 198 l/min  
Weight 2 kg 
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IMPACT WRENCH WITH BATTERY 1/2” – 1300 Nm 
GM60044C 

 
Technical specifications: 

 
Drive 1/2" 
Max. loosening torque 1.300 Nm 
Max. tightening torque 3 steps 650/800/1.300 Nm 

                  Power 1.000 W 
                  Strength 20 A 
                  The package contains battery and charger 

Weight 2,8 kg 
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IMPACT WRENCH 1”  
GM52814  

 
Technical specifications: 
 

Drive 1" 
Max. loosening torque 3.260 Nm 
Included 2 impact sockets of 32 and 33 mm 
Length 670 mm  
Weight 23,5 kg 
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FORCE MULTIPLIER  
GM51919 
 
Technical specifications: 
 
Maximum torque 6.000 Nm 
Multiple in range 1:56 
Includes 32 mm and 33 mm 1" sockets 
 

 

 
FOUR-WAY RIM WRENCH 
GM4195  

 
Technical specifications: 

For passenger cars and vans 
Sizes 17x19x21mmx1/2“ 
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½“EXTENSION WHEEL  
GM518.1128 

 
Technical specifications: 

Driving arm ½“ 
Socket 17/19 mm 

  
 

HEXAGONAL IMPACT SOCKET SET 11 PC. ½” 
GM52342 
 
Technical specifications: 
 
                         11 pieces 
                          Measurements: 10, 11, 12, 13, 14, 16, 17, 19, 21, 22, 24mm  
                          Lenght 78 mm 
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SOCKET SET 3 PC. ½” 
GM4262K 

 
Technical specifications: 

 
Thin wall deep impact socket set 
3 sockets 17-19-21mm 

 

 
 
                                                                                                
 
UNIVERSAL TORQUE-LIMITED SOCKET SET 3 PC. ½” 
GM6288K 

 
Technical specifications: 
 

3 sockets 17-19-21 mm 
Drive 1/2” 
Length  100 mm 
Max. torque 100Nm 
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LONG IMPACT SOCKET SET 3 PC. ½” 
GM52969 

 
Technical specifications: 
 
               3 sockets 19-21-23 mm 
               Drive ½” 

 
 

 
 
 
IMPACT SOCKET SET 3 PC. ½” 
GM1200 
 
Technical specifications: 
 
               3 sockets 30-32-36 mm 
               Drive ½” 
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TORQUE WRENCH 1/2" 
GM4256 

 
Technical specifications: 

 
Torque wrench 1/2” 
Coverage 28-210 Nm 

 

 

 
                                                                                                                                                                                                                                                                                                       
 
 
 
ADAPTER SET 6 PC. 
GM1189 

 
Technical specifications: 
 

1 pc. 1/4"(M) × 3/8"(F) ADAPTER 
1 pc. 3/8"(M) × 1/4"(F) ADAPTER  
1 pc. 1/2"(M) × 3/8"(F) ADAPTER 
1 pc. 3/8"(M) × 1/2"(F) ADAPTER 
1 pc. 1/2"(M) × 3/4"(F) ADAPTER     
1 pc. 3/4"(M) × 1/2"(F) ADAPTER   
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WHEEL HUB CLEANER 
GM54384 
 
Technical specifications: 

 
                   Pieces 2 
                   External diameter 150mm 
                   Internal diameter 90mm 
                   Maximum sweep speed 500rpm 

 

 
 
 
AIR INFLATOR 
GM51980 

 
Technical specifications: 

 
                   Pressure range:  0 – 16 bar, 0 - 220 psi 
                   ¼“ rapid connection 
                   Hose length 33 cm 
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AIR HOSE REEL WITH RETRACTABLE HOSE                                                           
GM53581 
 
Technical specifications: 
 
                  Lenght 12+1 m 
                  3/8" connection 
                  Hose diameter 9,5 mm  
                  Max. pressure 20 bar or 300 psi 
                  Retractable hose 
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WHEEL ALIGNER                                                           
GMSPTD2.0WIFI  
 
Technical specifications: 

 
8 CCD sensors 
Wifi transmission between front and rear heads, and between front heads and tablet 
Databank of 90.000 de vehicles on the tablet 
 

Composed of: 
 

Professional tablet, battery charger and USB loading source 
4 measuring heads ( one head with encoder for run-out at any position) 
2 electrified wall panels for measuring heads and tablet  
2 pairs of STDA33EU 4-point clamps 
1 pair car turntables 
Brake pedal depressor and steering wheel holder 
Router 
 

Optional: 
                 GMFCS-3 pair of sliding plates 
 

 
 

 
 
 
 
 

mailto:echipamente.service@autonet.ro


AUTONET IMPORT SRL  
str. Aurel Vlaicu nr.78 440122  

Satu Mare, Romania 
Mail: echipamente.service@autonet.ro 

 

 

 

INNER TIE ROD TOOL 
GMB2056 
 
Technical specifications: 
 
33-42 mm 
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BELT COMPRESSOR 
GM20/200 
 
Technical specifications: 
 
Power 2,2 KW 
Air flow 400 l/min 
Pressure 10 bar 
Tank size 200l 
Voltage 230V 
Dimensions 1.460x460x1.000 mm 
Weight 130 kg 
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BELT COMPRESSOR 
GM25/200 
 
Technical specifications: 
 
Power 3 KW 
Air flow 510 l/min 
Pressure 10 bar 
Tank size 200l 
Voltage 400V 
Dimensions 1.460x460x1.000 mm 
Weight 130 kg 
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BELT COMPRESSOR 
GM37/270 
 
 
Technical specifications: 
 
Power 4 KW 
Air flow 650 l/min 
Pressure 10 bar 
Tank size 270l 
Voltage 400V 
Dimensions 670x1.850 mm 
Weight 180 kg 
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BELT COMPRESSOR 
GM35/300 
 
Technical specifications: 
 
Power 4 KW 
Air flow 600 l/min 
Pressure 10 bar 
Tank size 270l 
Voltage 400V 
Dimensions 1.650x560x1.040 mm 
Weight 145 kg 
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BELT COMPRESSOR 
GM38/500 
 
Technical specifications: 
 
Power 15 KW 
Air flow 1.660 l/min 
Pressure 10 bar 
Tank size 500l 
Voltage 400V 
Dimensions 2.050x590x1.170 mm 
Weight 517 kg 
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BELT COMPRESSOR 
GM500/988 
 
Technical specifications: 
 
Power 5,5 KW 
Air flow 750 l/min 
Pressure 10 bar 
Tank size 500l 
Voltage 400V 
Dimensions 1.970x590x1.300 mm 
Weight 260 kg 
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BELT COMPRESSOR 
GM500/858F 
 
Technical specifications: 
 
Power 5,5 KW 
Air flow 830 l/min 
Pressure 14 bar 
Tank size 500l 
Voltage 400V 
Dimensions 1.970x590x1.300 mm 
Weight 255 kg 
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SCREW COMPRESSOR 
GM7.5/300 
 
Technical specifications: 
 
Power 5,5 KW 
Air flow 720 l/min 
Pressure 10 bar 
Tank size 270l 
Without dryer 
Voltage 400V 
Dimensions 1.625x540x1.250 mm 
Weight 300 kg 
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SCREW COMPRESSOR 
GM7.5/300D 
 
Technical specifications: 
 
Power 5,5 KW 
Air flow 720 l/min 
Pressure 10 bar 
Tank size 270l 
Dryer included 
Voltage 400V 
Dimensions 1.625x540x1.250 mm 
Weight 300 kg 
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SCREW COMPRESSOR 
GM10/500 
 
Technical specifications: 
 
Power 7,5 KW 
Air flow 900 l/min 
Pressure 10 bar 
Tank size 500l 
Without dryer 
Voltage 400V 
Dimensions 2.038x600x1.367 mm 
Weight 300 kg 
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SCREW COMPRESSOR 
GM10/500D 
 
Technical specifications: 
 
Power 7,5 KW 
Air flow 900 l/min 
Pressure 10 bar 
Tank size 500l 
With dryer 
Voltage 400V 
Dimensions 2.038x600x1.367 mm 
Weight 300 kg 
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SCREW COMPRESSOR 
GM15/500 
 
Technical specifications: 
 
Power 11 KW 
Air flow 1.210 l/min 
Pressure 13 bar 
Tank size 500l 
Without dryer 
Voltage 400V 
Dimensions 1.880x540x1.460 mm 
Weight 349 kg 
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SCREW COMPRESSOR 
GM15/500D 
 
Technical specifications: 
 
Power 11 KW 
Air flow 1.210 l/min 
Pressure 13 bar 
Tank size 500l 
With dryer 
Voltage 400V 
Dimensions 1.880x540x1.460 mm 
Weight 349 kg 
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SCREW COMPRESSOR 
GM20/500 
 
Date tehnice: 
 
Power 15 KW 
Air flow 1.670 l/min 
Pressure 13 bar 
Tank size 500l 
Without dryer 
Voltage 400V 
Dimensions 2.038x700x1.446 mm 
Weight 438 kg 
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SCREW COMPRESSOR 
GM20/500D 
 
Technical specifications: 
 
Power 15 KW 
Air flow 1.670 l/min 
Pressure 13 bar 
Tank size 500l 
With dryer 
Voltage 400V 
Dimensions 2.038x700x1.446 mm 
Weight 438 kg 
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500l TANK 
GM1121710101 
 
Tehnical specifications: 

Tank size 500l 
Working pressure 11 bar 
Outlet 3/4” 
Dimensions D660x2.160 mm 
Weight 131 kg 

 

900l TANK 
GM1121710124 
 

Tank size 900l 
Working pressure 11 bar 
Outlet 1” 
Dimensions D1.150x2.115 mm 
Weight 210 kg 
 

2.000l TANK 
GM1121710053 
 

Tank size 2.000l 
Working pressure 11,5 bar 
Outlet 1” 
Dimensions D1.150x2.780 mm 
Weight 370 kg 
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AIR FILTER, REGULATOR & OIL LUBRICATOR 1/2" 
GM53068 
 
Technical specifications: 

 
                Air filter, regulator and lubricator 
                Max. pressure 135 psi / 9.5 bar 
                Working pressure 5-125 psi / 0.5-8.5 bar 
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HEADLIGHT BEAM TESTER 

GM2019K 

 

Technical specifications: 
 

Optical luxmeter 
Mirror visor 
Column height  1660 mm 
Wheels 
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PORTABLE EXHAUST GAS EXTRACTOR 
GM5000 
 

 
Portable exhaust gas extractor 
Adjustable height 
Working height: 250 – 750 mm  
Voltage: 230 V / 50 Hz  
Power: 0.55 kW 
Air flow: 420 mc/h 
Termoresistent hose:  diameter 121 mm, lenght 12 m 
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HYDRAULIC ALIGNMENT TOOL KIT, 10T  
GM160.0175 
 
Technical specifications: 
Includes hydraulic hand pump/ high pressure cylinder 10t 
Simply handling due to plug in connection 
 

 
 
 
STARTER CABLE 35MM2 / 3M WITH BRASS CLIPS 
GM52070 
 
Technical specifications: 

 
                    Diameter 35mm2 
                    Lenght 3m 
                    350 Ah 
                    Brass clips 
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UNIVERSAL PRESS AND PULL SLEEVE KIT  
GMB2033 
 
Technical specifications: 
 
For the removal and installation of bushes/ bearings and seales 
Dimensions: M10, M12, M14, M16, M18 
Adapters: 
- Int. diameter: 34, 36, 38, 40, 42, 44, 46, 48, 50, 52, 54, 56, 58, 60, 62, 64, 66, 68, 70, 72, 75, 80 mm 
- Ext. diameter: 44, 46, 48, 50, 52, 54, 56, 58, 60, 62, 64, 66, 68, 70, 72, 74, 76, 78, 80, 82, 85, 90 mm 
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SPRING COMPRESSOR 
GM50827  

 
Technical specifications: 
 
                Capacity: 1t 
                Diametru arc comprimat: 200mm 
                Lungime compresie: 200-500mm 
                Dimensiuni: 830x350x190mm 
                Greutate netă / brută: 30/35 kg 
 
Compressed spring diameter: 200mm 
Compression length: 200-500mm 
Dimensions: 830x350x190mm 
Packing size: 840x350x190mm 
Net/Gross weight: 30/35 kg 
 

 
 

 
 

mailto:echipamente.service@autonet.ro


AUTONET IMPORT SRL  
str. Aurel Vlaicu nr.78 440122  

Satu Mare, Romania 
Mail: echipamente.service@autonet.ro 

 

 
 
PRESS CANVIK BASIC  
GM12.1005 
 
Technical specifications: 
 

Maximum load 1500 kg 
Incl. 2 sets of jaws:  Ø80-145 mm and Ø45-195 mm 

 
 
COIL SPRING COMPRESSOR 
GM51121 
 
Technical specifications: 
 

Maximum opening 250 mm 
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OIL TRANSFER PUMP 
GM16010 
 
Technical specifications: 
 
 Manual operation 
 Flow    0,5 l/cycle 
 For drums of              60-200 l 
 Use   for oil 
                 Material      steel 
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ROTATIVE PUMP   
GM16020 
 
Technical specifications: 
 
 Manual operation 
 Flow    30 l/min. 
 For drums of              200 l 
 Use   for oil 
                 Material      steel 
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PNEUMATIC SET 5:1 WITH DIGITAL NOZZLE AND 4 M HOSE FOR DRUMS OF 200-220L 
GM11316 
 
                 Technical specifications: 
 
                  For 200-220l drums 
 Compression rate 5:1 
                  Digital nozzle with flexibil spout, automatic no drip valve, swiwel on the base of handle 
                  Pressure regulator with air filter 
                  Hose of 4 meter between pump and nozzle M/F 1/2" pressure 60 bar 
 Pump air inlet F 1/4" 
                  Pump air outlet  M 1/2" 
                  Pump working pressure 5 - 8 bar 
                  Max. pressure  8 bar 
                  Air consumption 115  l/min 
                  Flow rate at 6 bar 18 l/min 
                  Max. oil viscosity SAE 250 
                  Pump shaft lenght 940 mm 
                  Pump shaft diameter 42 mm 
                  Dimensions 1200x40x40 mm 
                  Weight 11 kg 
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TROLLEY FOR DRUMS OF 200-220L 
GM14300 
 
Technical specifications: 
  
                  Trolley with 4 wheels 
                  For 200-220l drums 
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ECOLOGIC BASIN FOR 2 DRUMS OF 220L 
GM15200 
 
Technical specifications: 
  
                  Ecologic basin for 2 drums  
                  Zinc plated 
                  Dimensions 1200x800x325 mm 
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OIL FILTER WRENCH SET 
GM51332 

 
Dimensions: 
 
Ø 65 (14 FLATS) Ø 67 (14 FLATS) Ø 74 (14 FLATS) Ø 75 (15 FLATS) Ø 74 (8 FLATS) Ø 74 (15 FLATS) Ø 73 (14 FLATS) 
Ø 75 (12 FLATS) Ø 74 (15 FLATS) Ø 79 (15 FLATS) Ø 73 (15 FLATS) Ø 74 (14 FLATS) Ø 84 (18 FLATS) Ø 89 (15 FLATS) 
Ø 91 (15 FLATS) Ø 90 (15 FLATS) Ø 95 (15 FLATS) Ø 80 (12 FLATS) Ø 80 (15 FLATS) Ø 101 (15 FLATS) Ø 92 (15 FLATS) 
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TRANSMISSION OIL FILLING SYSTEM 
GM52797 
 
Technical specifications: 
 
                Capacity 7,5L 
                Output 80cc cycle 
                Viscosity range up to SAE140 
                Includes 15 accessories 
                ATF adapters application for FORD 1/8 - 27, universal BMW / Honda / Nissan... VW/Audi, Skoda, Porsche, Mini Cooper, Mercedes,   
                Hyundai 
                Universal flexible adapter 300mm 
                Removes the air 
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OIL PRESSURE TESTING EQUIPMENT 
GM150.1920 
 
Technical specifications: 
 
Quick testing of the oil pressure in the engine 
Range 0-10 bar  
Adaptors included : 
M10x1.0mm  
M12x1.5mm 
M14x1.5mm 
M16x1.5mm 
M18x1.5mm 
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OIL DRAIN PLUG SOCKET SET 
GM52008 

   
Technical specifications: 
3 x T50x113 mm, M10x113 mm, M10x90 mm 
1 x M10x140 mm 
2 x hexagonal adapter, 19 and 21 mm 
3 x 22x28 mm, 19x28 mm, 21x28 mm 
1 x adaptor 
1 x hexagon ½“x75 mm 
1 x M10x75 mm 

 
 
MERCEDES TRANSMISSION OIL DIPSTICK SET 4 PC. 
GM5180K 

 
Technical specifications: 
                    Transmission/ Engine Oil Dipstick set for Mercedes 
                     4 pc. set 
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OIL DRAIN PAN 
GM53144 
 
Technical specifications:  
                     Materail high-density polyethylene 
                     Capacity 18L 
                      Weight 0.96kg 

 

                   OIL JUG 5L      
GMH5L 
 
Date tehnice:  

Capacitaty: 5 l 
Material:  plastic 
Oil jug with lid 
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BRAKE PISTONS REWINDING SET 
GM52906 
 
Technical specifications:  
Universal set 

 

 
 
PROFESSIONAL BRAKE BLEEDER + MASTER CYLINDER 
GM52191 

 
Technical specifications:  
                            Adjustable working pressure: from 0 to 4 Kg/cm3 
                            Input 1/2¨ 
                            Weight 5 Kg 
                            Measurements: 23 x 23 x 33cm 
                            Nº of adapters 11 
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BRAKE FLUID TESTER 

GM51839 
 
Technical specifications:  
 
                            Operates with 1 x AAA batteries LR03 
                            With 4 levels of measurable quality from 0-4% 
 

 

 
INJECTOR EXTRACTOR PULLER SET 
GM52858 
 
Technical specifications:  
 
                      For removing of diesel injectors. 
                      Suitable for most diesel injectors because of many adapters included. 
                      Components: 
                            - 3 different hammers: 1.6kg - 160mm long, 2.7kg - 460mm long, 5.1kg - 600mm long 
                            - Pulling claws with fork opening 13.7 x 18mm, 105mm long, 12.7 x 19mm, 130mm long 
                            - Slotted 6pt 1/2” sockets, 100mm long. Sizes: 25, 27, 28, 29, 30 
                             - Injector extractor M17x1.0 spindle 
                             - Pulling adapter with external thread M27 x 1.0 and M25 x 1.0 
                             - Pulling adapter with internal threadM27 X 1.0 spindle 
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PNEUMATIC INJECTOR EXTRACTOR KIT 
GM54186 
 
 
Technical specifications:  
 
                       Pneumatic injector extractor kit which includes extractor and several adapters, compatible with a wide variety of injectors (Bosch, 
Delphi, Siemens, Denso etc.) by means of pneumatic force without the need to use inertial hammers or mechanical extractors 
 
Components: 

- Professional pneumatic hammer 

- Extension for injector extraction 

- 19 adapters 
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DIESEL INJECTOR FLOW TEST KIT 
GM51493 
 
Technical specifications:  
 
                      The purpose of this instrument is to rapidly and efficiently measure the amount of fuel that each injector returns to the deposit tank so    
                      that you will know if an injector is damaged. 
                      Suitable for use in Bosch, Siemens, Denso and Delphi injector. 
                      The kit includes: 
                             Hanger to hang with 6 graduated measurement bottles 
                             6 measurement tubes (for single crack condition) 
                             Discount white tubes 
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ALTERNATOR PULLEY PULLER 
GM51259 
 
Technical specifications:  
3 x twist sockets: T50X113mm, M10X113mm, M10X90mm 
1 x toothed socket: M10x140mm 
2 x adaptor hex. 19 and 22mm 
3 x hex. sockets: 22x28mm, 19x28mm, 21x28mm 
1 x Adaptor 
Hex. 1/2" x 10mm 
1 Tip M10x12x64L 
6 X Tip 10mm x 75mm 
Measurements: T40, T50, M8, M10, H8, H10 
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PETROL AND DIESEL COMPRESSION TEST KIT 
GM53490 
 
Technical specifications: 
                        Spark plug sizes: 10, 12, 14, 18mm. 
                        Applications: Alfa Romeo, BMW, Chrysler, Citroën, Daewoo, Fiat, Ford, Honda, Hyundai, Isuzu, Jeep, Kia, Lada, Lancia, Land Rover,   
                        LDV, Mazda, Mercedes, MG, Mitsubishi, Nissan, Peugeot, Renault, Rover, Saab, Ssangyong, Suzuki, Toyota, VAG, Vauxhall/Opel, Volvo 
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COOLING SYSTEM PRESSURE LEAKAGE TESTER KIT 
GM52687 
 
Technical specifications: 

 
                   Test range: 0 - 2,5 bar 
                   19 specific radiator tester head gasket 
                   1 universal radiator tester head gasket 
                   Pressure pump with discharge valve 
                   Connector 1: Coupling for No.3 (R123) and No.4 (R124) 
                   Connector 2: coupling for the headsNo. 3(R123) y No. 5(R125) 
                   Mercedes (W123, W126, W124, W201), GM(Buick), Jeep 4: Peugeot, Subaru, Chrysler, Acura, GM (Nova, Spectrum, Sprint), Mitsubishi,   
                   Nissan, Mazda, Toyota, Infiniti, GEO, Suzuki, Isuzu, Mercedes, Honda, Toyota, Suzuki, Mitsubishi, Chrysler, Acura 6: Meredes Benz (ML,  
                   W163, W164), GM (Achiva, Skylark, Grand Am 1992~2002) 
                   Volvo, Saab, Sterling, Citroen, Renault, Fiat, Alfa, Jeep 
                   VW(Vento, T4, Passat-1996, Golf, Beetle, Sharan) 
                   Audi(A4, A5, A6), BMW 345, VW(Passat-1997~2002), Porsche(Cayenne) 
                   BMW (E46, E36, E34, E39, E38, E32, E90) 
                   Audi, VW 
                   Internacional, Land Rover, Jaguar 
                   Mercedes (C, E, S, W140, W220, W124, W210, W211, W215, W216, W221, R230) 
                   Ford Focus 
                   Mazda(M3) 
                   Mercedes class A (W168) 
                   BMW E60, E63, E64, E65 
                   VW SHARAN 1.8T 2.8 
                   TOYOTA-RAV4, PREVIA Universal rubber adapter for drain and fill radiators 
                   SAAB 
                   LAND ROVER 
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AUTOMATIC A/C STATION BORA 134 PRN 
GM01.029.10 
 
Technical specifications: 
 

Refrigerant 134a 
Graphic display 

Built-in database (cars, trucks, agricultural machines) 

Facilitated charge in each temperature condition 

Standard and hybrid oil/additive management 

Tank capacity 10kg 

Vacuum pump 72 l/min 

Compressor capacity 300 g/min 

Automatic recovery 

Automatic oil discharge 

Programmable vacuum 

Oil/additive injection standard/hybrid 

Automatic gas charge 

Manual pressure test 

Printer 

Built in database 

 

Optional 

 

Flushing kit 01.000.96 
Leakage test with N2-H2 01.000.218  
Recycling cleaning kit 01.000.139 
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AUTOMATIC A/C STATION BORA 1234 PRN 
GM01.029.12 
 
Technical specifications: 
 
Refrigerant 1234yf 
Graphic display 

Built-in database (cars, trucks, agricultural machines) 

Facilitated charge in each temperature condition 

Standard and hybrid oil/additive management 

Tank capacity 10kg 

Vacuum pump 72 l/min 

Compressor capacity 300 g/min 

Automatic recovery 

Automatic oil discharge 

Programmable vacuum 

Oil/additive injection standard/hybrid 

Automatic gas charge 

Manual pressure test 

Printer 

 

Optional 

 

Flushing kit 01.000.96 
Leakage test with N2-H2 01.000.218  
Recycling cleaning kit 01.000.139 
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A/C STATION CLIMA COUNTRY ADV BI-POWER 
GM01.040.18 

 
Technical specifications: 
 

Refrigerant R134a 
4.3”graphic display with icons 

Database for cars, trucks, agricultural and earth-moving machines 

Personal database (100 entries) 

Software for automatic A/C system flushing 

Standard and hybrid oil/additive management 

Tank capacity 10,5 kg 

Vacuum pump 72 l/min 

Compressor capacity 300 g/min 

Bipower version (230V AC-12 V DC by inverter) 

Heater 

Scale locking system for transport 

Charging hoses of 5m with LP and HP couplings and taps 

Statistic software for refrigerants and oils 

Database update via USB 

Transport handles for uneven grounds 

Manual/ automatic cycle graphic display 

Setting of the hose length 

Software for internal cleaning 

Weight 60 kg 

Optional 

 

Flushing kit 01.000.96 
Leakage test with N2-H2 01.000.218  
Recycling cleaning kit 01.000.139 
Built-in wifi module + SD card 01.000.328 
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METRIC O-RING SEALING GASKET WASHER SET 
 
GM50651 

 
Technical specifications: 
 
                386 pc. 
                Case top:    Interior diam. (mm): 3, 4, 5, 6, 7, 8 
                                     Interior diam. (mm): 14, 12, 11, 10, 10 
                                     Interior diam. (mm): 16, 17, 19, 19 
 
                Case base:Interior diam. (mm): 38, 38, 41, 44 
                                     Interior diam. (mm): 36, 35, 33, 32, 30 
                                     Interior diam. (mm): 20, 22, 24, 25, 27, 28 
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CABINET WITH 6 DRAWERS AND 171 TOOLS  
GM53197 
 
Technical specifications: 

4 drawers with height of 70 mm 
2 drawers  with height of 125 mm  
Drawer internal dimensions 545 x 395 mm 
Total load capacity 250 kg 
Handle locking system 

               Drawer 1 – Short hexagonal sockets 1/2” 10-32 mm 
                      Long hexagonal sockets 1/2” 14-22 mm 

                                        Hexagonal sockets E profile 1/2 “  : E10 -E24 
                                        Short hexagonal sockets 1/4  “   4-13  
                                        Long hexagonal sockets 1/4 “   4-13  
                                        Hexagonal sockets E profile  : E4- E8  

                      Reversible ratchets, bits, extension bars, adapters 1/2 “ and 1/4 “   
Drawer 2 – Pliers and hammer sets 

                                       Pliers set ( universal pliers, straight pliers, cutting pliers, clamp, pincer clamp ) 
                                        Set of 2 hammers ( hammer nylon head, ball peen hammer) 

Drawer 3 – Screwdriver sets 
                                        Flat screwdriver set 3.0x75, 3.5x75, 4.0x100, 5.5x100, 6.5x150, 8.0x175mm 

    Phillips screwdriver set PH0x75mm,PH 1x100mm,PH 2x38mm, PH2x100mm, PH2x125mm, PH3x150mm,       PH4x200mm 
    Torx screwdriver set Tx10x75mm, Tx15x75mm, Tx20x100mm, Tx25x100mm, Tx27x100mm,   Tx30x125mm, Tx40x150mm 

Drawer 4 – Spanner sets 
                                       Double ring spanners ( 6 x7 …..20 x 22 ) 
                                       Double open ended spanners ( 6 x 7 ……..30 x 32 ) 
                                       Combination spanners ( 6 to 22 )  
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 CABINET WITH 6 DRAWERS AND 379 TOOLS  
GM53198 
 
Technical specifications: 

4 drawers with height of 70 mm 
2 drawers  with height of 125 mm  
Drawer internal dimensions 545 x 395 mm 
Total load capacity 250 kg 
Handle locking system 

               Drawer 1 – Short hexagonal sockets 1/2” 10-32 mm 
                      Long hexagonal sockets 1/2” 14-22 mm 

                                        Hexagonal sockets E profile 1/2 “  : E10 -E24 
                                        Short hexagonal sockets 1/4  “   4-13  
                                        Long hexagonal sockets 1/4 “   4-13  
                                        Hexagonal sockets E profile  : E4- E8  

                      Reversible ratchets, bits, extension bars, adapters 1/2 “ and 1/4 “   
Drawer 2 – Pliers and hammer sets 

                                       Pliers set ( universal pliers, straight pliers, cutting pliers, clamp, pincer clamp ) 
                                        Set of 2 hammers ( hammer nylon head, ball peen hammer) 

Drawer 3 – Screwdriver sets 
                                        Flat screwdriver set 3.0x75, 3.5x75, 4.0x100, 5.5x100, 6.5x150, 8.0x175mm 

    Phillips screwdriver set PH0x75mm,PH 1x100mm,PH 2x38mm, PH2x100mm, PH2x125mm, PH3x150mm,       PH4x200mm 
    Torx screwdriver set Tx10x75mm, Tx15x75mm, Tx20x100mm, Tx25x100mm, Tx27x100mm,   Tx30x125mm, Tx40x150mm 

Drawer 4 – Spanner sets 
                                       Double ring spanners ( 6 x7 …..20 x 22 ) 
                                       Double open ended spanners ( 6 x 7 ……..30 x 32 ) 
                                       Combination spanners ( 6 to 22 )  

Drawer 5 – Bit set 208 pc. 
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TOOL CABINET WITH 6 DRAWERS AND 415 TOOLS                                                                      
  GM53564   

 
Technical specifications: 

Dimensions 680 x 460 x 850 mm 
                  4 drawers 560 x 400 x 70 mm 
                  2 drawers 560 x 400 x 145 mm 

Drawer 1 – Short hexagonal sockets 1/2” 10-32 mm,   
                      Long hexagonal sockets 1/2” 14-22 mm 

                                        Hexagonal sockets E profile 1/2 “  : E10 -E24 
                                        Short hexagonal sockets 1/4  “   4-13  
                                        Long hexagonal sockets 1/4 “   4-13  
                                        Hexagonal sockets E profile : E4- E8  

                      Reversible ratchets, bits, extension bars, adapters 1/2 “ and 1/4 “   
Drawer 2 – Spanner sets 

                                       Double ring spanners ( 6 x7 …..20 x 22 ) 
                                       Double open ended spanners ( 6 x 7 ……..30 x 32 ) 
                                       Combination spanners ( 6 to 22 )  

Drawer 3 – Screwdriver sets 
                                        Flat screwdriver set 3.0x75, 3.5x75, 4.0x100, 5.5x100, 6.5x150, 8.0x175mm 

    Phillips screwdriver set PH0x75mm,PH 1x100mm,PH 2x38mm, PH2x100mm, PH2x125mm, PH3x150mm,       PH4x200mm 
    Torx screwdriver set Tx10x75mm, Tx15x75mm, Tx20x100mm, Tx25x100mm, Tx27x100mm,   Tx30x125mm, Tx40x150mm 

Drawer 4 – Pliers and hammer sets 
                                       Pliers set ( universal pliers, straight pliers, cutting pliers, pincer clamp ) 
                                        Set of 2 hammers ( 300g, 1000g) 
                     Hexagonal and torx sets               

Drawer 5 – Pliers and hammer sets 
                                       Mini seger pliers set ( straight tip A, tip C, curved A, curved C) 
                                        Steel files set, 5 pc., 310 kmm lenght 
                                        Set of L keys, 6 pc., 6x150mm, 5x150mm, 3x100mm, 2x100mm, 2.5x100mm, 4x50mm    

 Drawer 6 – Bit set 208 pc.                       
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TOOL CABINET 6 DRAWERS EMPTY 
GM53564.1  
 
 
Technical characteristics: 
                         
                                   Dimensions 680 x 460 x 850  mm   
                                   4 drawers with 560 x 400 x 70 mm 
                                   2 drawers with  560 x 400 x 145 mm 
                                   Capacity 250 kg 
                                   4 wheels 
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TOOL CABINET EMPTY 6 DRAWERS 
GM53447     
 
 
Technical characteristics: 
 
                                   Dimensions L 765 x l 460 x h 900 mm 

Capacity max. 250 Kg 
6 drawers height of 70 mm 
1 sertar   cu inaltime de 145 mm  
Internal dimensions of drawers 590 x 415 mm 
4 wheels 
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3-LEVEL WORKSHOP TROLLEY 
GM51576   

 
Technical specifications: 
 
        Height 800mm 
        Width 397mm 
        Long 840mm 
        Distance between shelves 190mm 
        Capacity 100kg 
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SET OF 171 TOOLS FOR CABINET 
GM43482A 
 
       Technical specifications: 
                  

Drawer 1 – Short hexagonal sockets 1/2” 10-32 mm 
                      Long hexagonal sockets 1/2” 14-22 mm 

                                        Hexagonal sockets E profile 1/2 “  : E10 -E24 
                                        Short hexagonal sockets 1/4  “   4-13  
                                        Long hexagonal sockets 1/4 “   4-13  
                                        Hexagonal sockets E profile  : E4- E8  

                      Reversible ratchets, bits, extension bars, adapters 1/2 “ and 1/4 “   
Drawer 2 – Pliers and hammer sets 

                                       Pliers set ( universal pliers, straight pliers, cutting pliers, clamp, pincer clamp ) 
                                        Set of 2 hammers ( hammer nylon head, ball peen hammer) 

Drawer 3 – Screwdriver sets 
                                        Flat screwdriver set 3.0x75, 3.5x75, 4.0x100, 5.5x100, 6.5x150, 8.0x175mm 

    Phillips screwdriver set PH0x75mm,PH 1x100mm,PH 2x38mm, PH2x100mm, PH2x125mm, PH3x150mm,       PH4x200mm 
    Torx screwdriver set Tx10x75mm, Tx15x75mm, Tx20x100mm, Tx25x100mm, Tx27x100mm,   Tx30x125mm, Tx40x150mm 

Drawer 4 – Spanner sets 
                                       Double ring spanners ( 6 x7 …..20 x 22 ) 
                                       Double open ended spanners ( 6 x 7 ……..30 x 32 ) 
                                       Combination spanners ( 6 to 22 )  
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SET OF 415 TOOLS FOR CABINET 
GM53564H 
 
       Technical specifications: 

 
Drawer 1 – Short hexagonal sockets 1/2” 10-32 mm,   
                      Long hexagonal sockets 1/2” 14-22 mm 

                                        Hexagonal sockets E profile 1/2 “  : E10 -E24 
                                        Short hexagonal sockets 1/4  “   4-13  
                                        Long hexagonal sockets 1/4 “   4-13  
                                        Hexagonal sockets E profile : E4- E8  

                      Reversible ratchets, bits, extension bars, adapters 1/2 “ and 1/4 “   
Drawer 2 – Spanner sets 

                                       Double ring spanners ( 6 x7 …..20 x 22 ) 
                                       Double open ended spanners ( 6 x 7 ……..30 x 32 ) 
                                       Combination spanners ( 6 to 22 )  

Drawer 3 – Screwdriver sets 
                                        Flat screwdriver set 3.0x75, 3.5x75, 4.0x100, 5.5x100, 6.5x150, 8.0x175mm 

    Phillips screwdriver set PH0x75mm,PH 1x100mm,PH 2x38mm, PH2x100mm, PH2x125mm, PH3x150mm,       PH4x200mm 
    Torx screwdriver set Tx10x75mm, Tx15x75mm, Tx20x100mm, Tx25x100mm, Tx27x100mm,   Tx30x125mm, Tx40x150mm 

Drawer 4 – Pliers and hammer sets 
                                       Pliers set ( universal pliers, straight pliers, cutting pliers, pincer clamp ) 
                                        Set of 2 hammers ( 300g, 1000g) 
                     Hexagonal and torx sets               

Drawer 5 – Pliers and hammer sets 
                                       Mini seger pliers set ( straight tip A, tip C, curved A, curved C) 
                                        Steel files set, 5 pc., 310 kmm lenght 
                                        Set of L keys, 6 pc., 6x150mm, 5x150mm, 3x100mm, 2x100mm, 2.5x100mm, 4x50mm    

 Drawer 6 – Bit set 208 pc. 
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SOCKET SET 216 PC. 
GM52840  

 
Technical specifications: 

Hexagonal sockets and bits 1/4“ + 3/8“ + 1/2“ 
Short hexagonal sockets 1/4” 4-14 mm 
Long hexagonal sockets 1/4” 4-10 mm 
Short hexagonal sockets 3/8” 10-19 mm 
Short hexagonal sockets 3/8” 10-15 mm 
Short hexagonal sockets 1/2” 10-32 mm 
Long hexagonal sockets 1/2” 16-22 mm 
Torx sockets 
Reversible ratchets 1/4” 3/8” 1/2” 
Bits, extension bars, adapters 
Combination spanners 8-9-10-11-12-13-14-15-16-17-18-19 mm 
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SOCKET SET 46 PC. 
GM53201  
 
Technical specifications: 

Hexagonal sockets and bits 1/4“ 
Short hexagonal sockets 1/4” 4-14 mm 
Reversible ratchets 1/4” 
Bits, extension bars, adapters 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:echipamente.service@autonet.ro


AUTONET IMPORT SRL  
str. Aurel Vlaicu nr.78 440122  

Satu Mare, Romania 
Mail: echipamente.service@autonet.ro 

 

 
 
COMBINATION SPANNERS SET 21 PC.  
GM51890 

 
Technical specifications: 

Combination spanners 6-32 mm 
6-7-8-9-10-11-12-13-14-15-16-17-18-19-20-21-22-24-27-30-32 mm 
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12 PIECES RATCHETING COMBINATION SPANNER SET 
GM53871  
 
Technical specifications: 
 
        Ratcheting combination spanner set 
        8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19 mm 
        Mirror finish 
       12 pieces 
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SET OF 12 OFFSET RING SPANNERS 
GM50889   

 
Technical specifications: 
 
        Set of offset spanners, dimensions: 
               6x7 
               8x9 
               10x11 
               12x13 
               14x15 
               16x17 
               18x19 
               20x22 
               21x23 
               24x27 
               25x28 
               30x32 mm 
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6 PC. RATCHET WRENCH SET 
GM53021 
 
Dimensions: 
 

           8x9, 10x11, 12x13, 14x15, 16x18, 17x19 mm 
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SCREWDRAWER SET 6 PC. 
GM54070L 

 
 
 
Technical specifications: 

 
Set of 6 screwdrawers 
4 screwdrivers for slotted screws 3.0 x 80mm, 4.0 x 100mm,  5.5 x 125mm,  6.5 x 150mm 
2 Philips PH1 x 80mm, PH2 x 100mm 
Weight 0.5 kg 
 
 

 

 
 
 
 
 

mailto:echipamente.service@autonet.ro


AUTONET IMPORT SRL  
str. Aurel Vlaicu nr.78 440122  

Satu Mare, Romania 
Mail: echipamente.service@autonet.ro 

 

HAMMER HEAD SCREWDRIVER SET 12 PC. 
GM52748     
 
Technical specifications: 

Screwdriver set 12 pc. 
6 screwdrivers for slotted screws, 6x38, 3.2x75, 5x75, 6x100, 8x150, 9.5x200 mm 
6 screwdrivers PH2x38, PH0x75, PH1x75, PH2x100, PH3x150, PH4x200 mm 

 

 
 
BIT ASSORTMENT 
GM53574 
 
Technical specifications: 
208 different bits 
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42 PIECES MECHANICS BIT SET HEX, TORX AND M (XZN) PROFILE 
GM50983 
 
Technical specifications: 
7x30 mm long hexagonal: 4, 5, 6, 7, 8, 10, 12 mm 
7x75 mm long hexagonal: 4, 5, 6, 7, 8, 10, and 12 mm 
8x30 mm long Torx: T20, T25, T30, T40, T45, T50, T55, T60 
8x75 mm long Torx: T20, T25, T30, T40, T45, T50, T55, T60 
5x30 mm long spline M5, M6, M8, M10, M12 
5x75 mm long spline: M5, M6, M8, M10, M12 
1x1/2" x 10 mm tip adapter 
1x3/8" x 10 mm tip adapter 
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GM53877 
TOOL STAND 
 
Technical specifications: 
 
Metal tooling panel 
Dimensions 2200x1000x500mm 
Contains 40 hooks 
Weight 42kg 
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GM52419 
 
Technical specifications: 
Metal tooling panel 
Dimensions: 1000 x 500 mm 
Contains 40 hooks 

 
 
 
BALL POINT HEXAGON KEY WRENCH SET 
GM3629N 

 
Technical specifications: 

 
9 hexagon keys: 1.5-2-2.5-3-4-5-6-8-10mm 
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TORX KEY SET 
GM52074 

 
Technical specifications: 

 
9 torx keys: 10-15-20-25-27-30-40-45-50mm 

 
 
 

                                                                                               
 
                                                                                          
REVERSIBLE RATCHET ¼” 
GM272GQ 

 
Technical specifications: 
 Drive ¼” 
 72 teeth 
 Lenght 140mm 
 

 
Optional  
Repair kit GM272GQ-SP 
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REVERSIBLE RATCHET 3/8” 
GM372GQ 

 
Technical specifications: 
 Drive 3/8” 
 72 teeth 
 Lenght 195mm 

 
Optional  
Repair kit GM372GQ-SP 

 

 
 
 
 
 
 
REVERSIBLE RATCHET  1/2" 
GM472GQ 

 
Technical specifications: 
 Drive 1/2” 
 72 teeth 
 Lenght 257mm 

 
Optional  
 
Repair kit GM472GQ-SP 
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HOSE CLAMP PLIERS 
GM51995 
 
Technical specifications: 

 
For replacement of fuel, oil and water hose 
630 mm flexibil cable 
47 mm opening 
 

 

 
 
 
HEAVY DUTY BREAKER BAR ½“ 
GM4222B 

 
Technical specifications: 

Drive 1/2" 
Length 600 mm 
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FOLDING KNIFE WITH SEATBELT CUTTER AND WINDOW BREAKING HAMMER 
GM52786 
 
Technical specifications: 
 

80mm long blade 
Stainless steel 

 

 
 
INSPECTION CREEPER 
GM52148 
 
Dimensions: 92 x 42 x 2 cm 
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CONVERTIBLE CREEPER 
GM53211 
 
2,5” wheels 
Dimensions: 102 x 40 x 14 cm 

 
 
OIL DRAIN PLUG COOPER WASHER ASSORTMENT 
GM52163 

 
Technical specifications: 

 
51538 - 10mm - 100 pc. 

51539 - 12mm - 100 pc. 

51540 - 14mm - 100 pc. 

51541 - 16mm - 100 pc. 

51542 - 18mm - 100 pc, 

51543 - 20mm - 25 pc. 
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LED LAMP MAG 
GM03.5400 
 
Technical specifications: 
 

150/300 lumen (step1/step2) 
Operation time 5h/ 2,5h (step1/step2) 
Spot: 3h 
Battery 3,7V/2200 mAh Li-ion rechargeable 
Magnets and hooks for suspension 
 

 

 
LED PORTABLE LAMP 
GM53432 
 
Technical specifications: 

500 lumen  
Operation time 15-3h (step1/step2) 
Battery 3,7V/4000 mAh Li-ion rechargeable 
Magnet and hook for suspension 
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LED PORTABLE LAMP 300LM 
GM53776 
 
Technical specifications: 

Brightness 90-300 lumen  
Operation time 3,5-6h 
Battery 3,7V/ 1.500 mAh Li-ion rechargeable 
Lighting modes 3 
Charging time 2,5h 
Micro USB 
Magnetic 
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LED PORTABLE LAMP WITH MAGNETIC FLEXIBLE BASE 1000LM 
GM53467 
 
Technical specifications: 
 
                 Two placed magnets on the back 
                 Magnetizable articulated base 
                 Rear magnetized by 2 points 
                 2 Way work light modes: main COB light and LEd light on top 
                 1000Lm 
                 1x10W COB 
                 1x3W2525LED 
                 Lithium batteries: 3.7V/4000MA 
                 Charging time: 6-8 horas 
                 Working time: Main light (5 minutes at 1000 LM, then decreases gradually, total duration 3 hours), upper light (14 hours) 
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COB HEADLIGHT 
GM54004 
 
Technical specifications: 
                Leds: 3W XPE side + 5W COB front 

                Lumens: XPE LED 90Lm，COB 350Lm 

                Battery: 3.7V 1200mAh Li-ion 
                Charging time: 2.5h. 
                COB light - Modes and working time: 
                100% - 2,5h - 350Lm 
                40% - 5h - 150 Flash light - 8h 
                XPE light - Modes and working time: 
                100% - 4h - 150Lm 
                40% - 8h - 60Lm 

 
LED LAMP NOVA R 
GM03.5439 

 
Technical specifications: 

150/1500 lumen (5 steps) 
Operation time 10h/ 1h  
Charging time 3,5h 
Battery 3,6V/6000 mAh Li-ion rechargeable 

                  With strong integrated magnet 
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INDIVIDUAL BAG MAINTENANCE KIT 5 IN 1 
GM50916 

 
Technical specifications: 

Quality 20 micron 
Content: 
Seat cover 
Steering wheel cover 
Handbrake protection 
Gear shift protection 
Floormat 

 

 
MAINTENANCE SETS 5 IN 1 IN ROLL 
GM323058 

 
Technical specifications: 
                 150 sets in one roll 

Quality 9 micron 
                  Content: Seat cover 820x1350mm 

Handbrake protection 
Gear shift protection 
Steering wheel cover 490x150mm 
Floormat 380x500mm 
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STEERING WHEEL PROTECTION IN ROLL 
GM306915 
 
Technical specifications: 
                 5 rolls of 150m each 
                 1 interchangeable handle 
                 Quality 10 micron  
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SEATCOVER IN ROLL 
GM300006 
 
Technical specifications: 
                 1 roll contains 500 seat covers 
                 Dimensions seat cover 780x1300mm 
                 Quality 13 micron  
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POLIURETHAN COATED GLOVES T9 
GM51642N 
 
Technical specifications: 
 
                 Palm poliurethan coated gloves 
                 Size 9 

 

           

 
PALM POLIURETHAN COATED GLOVES T10 
GM51636N 
 
Technical specifications: 
 
                 Palm poliurethan coated gloves 
                 Size 10 
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DIGITAL MULTIMETER 
GM50942 
 
Technical specifications: 
              Digits : 4 
              Measurement : 2 000 
              Instantaneous data 
              Automatic shut-off 
              Battery indicator 
              9 V batteries 

             
VERNIER CALIPER 150 MM 
GM50937 
 
Technical specifications: 
                Vernier caliper 
                measurement range 150 mm 
                Weight 0.24 kg 
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REFRACTOMETER 
GMLCC3T 
 
Technical specifications: 
 
Measuring range:  
Cleaning fluid: minus 40ºC – 0ºC 
Ethylene glycol: minus 50ºC – 0ºC 
Propylene glycol: minus 50ºC – 0ºC 
Battery: 1.100-1.400 sg/l 
 

 
 
ANTI-FREEZE TESTER  
GM53453 

 
Technical specifications: 
 

Measuring range: -43ºC to 131ºC 

     

                       
 
 
 

mailto:echipamente.service@autonet.ro

